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PERSONAL SAFETY GLOVE

BACKGROUND OF THE INVENTION

Various types of personal safety devices are known in the
prior art. However, what has been needed is a personal safety
glove including a glove having a top surface, a bottom
surface, and an adjustable cuff. What has been further
needed is for a camera, a speaker, an activation control, a
charging port, an emergency control, and an indicator light
to be disposed on the glove. A rechargeable battery, a GPS
tracking chip, and a microprocessor are disposed within the
glove. Lastly, what has been needed is for the emergency
control to have a first position, an alternate second position,
and an alternate third position. The emergency control is
configured to activate the speaker to sound an alarm when
the emergency control is in the first position. The emergency
control is configured to activate the camera when the emer-
gency control is in the second position. The emergency
control is configured to activate the GPS tracking chip when
the emergency control is in the third position. The personal
safety glove thus provides a user with a way in which to
protect himself in an emergency situation, with the option of
sounding an alarm, recording the situation and, alternately,
alerting the police department to the situation and the user’s
real time location.

FIELD OF THE INVENTION

The present invention relates to personal safety devices,
and more particularly, to a personal safety glove.

SUMMARY OF THE INVENTION

The general purpose of the present personal safety glove,
described subsequently in greater detail, is to provide a
personal safety glove which has many novel features that
result in a personal safety glove which is not anticipated,
rendered obvious, suggested, or even implied by prior art,
either alone or in combination thereof. To accomplish this,
the present personal safety glove includes a glove having a
top surface, a bottom surface, and an adjustable cuff. The
glove is optionally fingerless to ensure that a user can still
fully utilize his fingers while wearing the glove. A camera is
disposed on the glove. The camera is optionally disposed on
the bottom surface of the glove proximal the cuff. The
camera is configured to record still photos and, alternately,
video. A GPS tracking chip is disposed within the glove. The
GPS tracking chip is configured to notify a police depart-
ment that the user is in an emergency situation and to alert
the police department as to a location of the user. A speaker,
an activation control, and an indicator light are disposed on
the glove. The speaker is optionally disposed on the top
surface of the glove to better ensure that bystanders hear an
alarm sounded through the speaker. The activation control is
optionally disposed on the top surface of the glove. The
indicator light is configured to light when the activation
control is activated. A rechargeable battery is disposed
within the glove. A charging port is disposed on the glove.
The charging port is optionally disposed on the top surface
of the glove. The charging port is attached to the recharge-
able battery. A right end of a power cord is removably
attachable to the charging port, and a left end of the power
cord is removably attachable to a power source. A micro-
processor is disposed within the glove.

The personal safety glove further includes an emergency
control disposed on the glove. The emergency control is
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optionally disposed on the bottom surface of the glove
proximal a thumbhole so that the user can easily activate the
control in an emergency situation. The emergency control
has a first position, an alternate second position, and an
alternate third position. The emergency control is in the first
position when the emergency control is depressed a single
time by the user. The emergency control is in the second
position when the emergency control is depressed two
consecutive times by the user. The emergency control is in
the third position when the emergency control is depressed
three consecutive times by the user. The emergency control
is configured to activate the speaker to sound the alarm when
the emergency control is in the first position. The emergency
control is configured to activate the camera when the emer-
gency control is in the second position. The emergency
control is configured to activate the GPS tracking chip when
the emergency control is in the third position. The camera,
the GPS tracking chip, the speaker, the activation control,
the indicator light, the rechargeable battery, the micropro-
cessor, and the emergency control are in operational com-
munication with each other.

The personal safety glove optionally includes a rectangu-
lar flap and a pair of adhesive strips. The rectangular flap has
a top side attached to the top surface of the glove above the
charging port. The pair of adhesive strips includes a first
adhesive strip and a second adhesive strip. The first adhesive
strip is continuously disposed on an interior surface of the
flap proximal an outer edge. The second adhesive strip is
continuously disposed on the top surface of the glove
proximal the charging port. The first adhesive strip is con-
figured to removably attach the flap to the second adhesive
strip in order to removably cover the charging port.

Thus has been broadly outlined the more important fea-
tures of the present personal safety glove so that the detailed
description thereof that follows may be better understood
and in order that the present contribution to the art may be
better appreciated.

BRIEF DESCRIPTION OF THE DRAWINGS
Figures

FIG. 1 is a rear elevation view.
FIG. 2 is a front elevation view.
FIG. 3 is an in-use view.

FIG. 4 is a block diagram.

DETAILED DESCRIPTION OF THE DRAWINGS

With reference now to the drawings, and in particular
FIGS. 1 through 4 thereof, an example of the instant
personal safety glove employing the principles and concepts
of'the present personal safety glove and generally designated
by the reference number 10 will be described.

Referring to FIGS. 1 through 4 the present personal safety
glove 10 is illustrated. The personal safety glove 10 includes
a glove 20 having a top surface 22, a bottom surface 24, and
an adjustable cuff 26. A camera 28 is disposed on the glove
20. The camera 28 is optionally disposed on the bottom
surface 24 of the glove 20 proximal the cuff 26. A GPS
tracking chip 30 is disposed within the glove 20. A speaker
32, an activation control 34, and an indicator light 36 are
disposed on the glove 20. The speaker 32 is optionally
disposed on the top surface 22 of the glove 20. The activa-
tion control 34 is optionally disposed on the top surface 22
of'the glove 20. A rechargeable battery 40 is disposed within
the glove 20. A charging port 42 is disposed on the glove 20.
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The charging port 42 is optionally disposed on the top
surface 22 of the glove 20. The charging port 42 is attached
to the rechargeable battery 40. A right end 44 of a power
cord 46 is removably attachable to the charging port 42, and
a left end 48 of the power cord 46 is removably attachable
to a power source 48. A microprocessor 50 is disposed
within the glove 20.

The personal safety glove 10 further includes an emer-
gency control 52 disposed on the glove 20. The emergency
control 52 is optionally disposed on the bottom surface 24 of
the glove 20 proximal the cuff 26. As best shown in FIG. 4,
the emergency control 52 has a first position, an alternate
second position, and an alternate third position. The emer-
gency control 52 is in the first position when the emergency
control 52 is depressed a single time by a user. The emer-
gency control 52 is in the second position when the emer-
gency control is depressed two consecutive times by the
user. The emergency control 52 is in the third position when
the emergency control is depressed three consecutive times
by the user. The emergency control 52 is configured to
activate the speaker 32 to sound an alarm when the emer-
gency control 52 is in the first position. The emergency
control 52 is configured to activate the camera 28 when the
emergency control 52 is in the second position. The emer-
gency control 52 is configured to activate the GPS tracking
chip 30 when the emergency control 52 is in the third
position. The camera 28, the GPS tracking chip 30, the
speaker 32, the activation control 34, the indicator light 36,
the rechargeable battery 40, the microprocessor 50, and the
emergency control 52 are in operational communication
with each other.

The personal safety glove 10 optionally includes a rect-
angular flap 54 and a pair of adhesive strips 56. The
rectangular flap 54 has a top side 58 attached to the top
surface 22 of the glove 20 above the charging port 42. The
pair of adhesive strips 56 includes a first adhesive strip 60
and a second adhesive strip 62. The first adhesive strip 60 is
continuously disposed on an interior surface 64 of the flap 54
proximal an outer edge 66. The second adhesive strip 62 is
continuously disposed on the top surface 22 of the glove 20
proximal the charging port 42.

What is claimed is:

1. A personal safety glove comprising:

a glove having a top surface, a bottom surface, and an
adjustable cuff;

a camera disposed on the glove, wherein the camera is
configured to record still photos and, alternately, video;

a GPS tracking chip disposed within the glove;

wherein the GPS tracking chip is configured to notify a
police department that a user is in an emergency
situation and to alert the police department as to a
location of the user;

a speaker disposed on the glove;

an activation control disposed on the glove;

an indicator light disposed on the glove, wherein the
indicator light is configured to light when the activation
control is activated;

a rechargeable battery disposed within the glove;

a charging port disposed on the glove, the charging port
attached to the rechargeable battery, wherein a right end
of'a power cord is removably attachable to the charging
port, wherein a left end of the power cord is removably
attachable to a power source;

a microprocessor disposed within the glove; and

an emergency control disposed on the glove;
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wherein the emergency control has a first position, an
alternate second position, and an alternate third posi-
tion;

wherein the emergency control is in the first position
when the emergency control is depressed a single time
by the user;

wherein the emergency control is in the second position
when the emergency control is depressed two consecu-
tive times by the user;

wherein the emergency control is in the third position
when the emergency control is depressed three con-
secutive times by the user;

wherein the emergency control is configured to activate
the speaker to sound an alarm when the emergency
control is in the first position;

wherein the emergency control is configured to activate
the camera when the emergency control is in the second
position;

wherein the emergency control is configured to activate
the GPS tracking chip when the emergency control is in
the third position;

wherein the camera, the GPS tracking chip, the speaker,
the activation control, the indicator light, the recharge-
able battery, the microprocessor, and the emergency
control are in operational communication with each
other.

2. The personal safety glove of claim 1 wherein the
camera is disposed on the glove bottom surface proximal the
cuff.

3. The personal safety glove of claim 1 wherein the
speaker is disposed on the glove top surface.

4. The personal safety glove of claim 1 wherein the
activation control is disposed on the glove top surface.

5. The personal safety glove of claim 1 wherein the
emergency control is disposed on the glove bottom surface
proximal a thumbhole.

6. The personal safety glove of claim 1 wherein the
charging port is disposed on the glove top surface.

7. The personal safety glove of claim 6 further compris-
ing:

a rectangular flap having a top side attached to the glove

top surface above the charging port;

a pair of adhesive strips comprising a first adhesive strip
and a second adhesive strip, wherein the first adhesive
strip is continuously disposed on an interior surface of
the flap proximal an outer edge, and the second adhe-
sive strip is continuously disposed on the glove top
surface proximal the charging port, wherein the first
adhesive strip is configured to removably attach the flap
to the second adhesive strip in order to removably
cover the charging port.

8. The personal safety glove of claim 1 wherein the glove

is fingerless.

9. A personal safety glove comprising:

a fingerless glove having a top surface, a bottom surface,
and an adjustable cuff;

a camera disposed on the glove bottom surface proximal
the cuff, wherein the camera is configured to record still
photos and, alternately, video;

a GPS tracking chip disposed within the glove;

wherein the GPS tracking chip is configured to notify a
police department that a user is in an emergency
situation and to alert the police department as to a
location of the user;

a speaker disposed on the glove;

an activation control disposed on the glove top surface;
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an indicator light disposed on the glove, wherein the
indicator light is configured to light when the activation
control is activated;

a rechargeable battery disposed within the glove;

a charging port disposed on the glove top surface, the
charging port attached to the rechargeable battery,
wherein a right end of a power cord is removably
attachable to the charging port, wherein a left end of the
power cord is removably attachable to a power source;

a microprocessor disposed within the glove;

an emergency control disposed on the glove bottom
surface proximal a thumbhole;

wherein the emergency control has a first position, an
alternate second position, and an alternate third posi-
tion;

wherein the emergency control is in the first position
when the emergency control is depressed a single time
by the user;

wherein the emergency control is in the second position
when the emergency control is depressed two consecu-
tive times by the user;

wherein the emergency control is in the third position
when the emergency control is depressed three con-
secutive times by the user;
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wherein the emergency control is configured to activate
the speaker to sound an alarm when the emergency
control is in the first position;

wherein the emergency control is configured to activate
the camera when the emergency control is in the second
position;

wherein the emergency control is configured to activate
the GPS tracking chip when the emergency control is in
the third position;

wherein the camera, the GPS tracking chip, the speaker,
the activation control, the indicator light, the recharge-
able battery, the microprocessor, and the emergency
control are in operational communication with each
other;

a rectangular flap having a top side attached to the glove
top surface above the charging port; and

a pair of adhesive strips comprising a first adhesive strip
and a second adhesive strip, wherein the first adhesive
strip is continuously disposed on an interior surface of
the flap proximal an outer edge, and the second adhe-
sive strip is continuously disposed on the glove top
surface proximal the charging port, wherein the first
adhesive strip is configured to removably attach the flap
to the second adhesive strip in order to removably
cover the charging port.
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